
H4

12PC

12PC

12PC

1PCM6

(Ø6+Ø10)*2MM

(Ø6+Ø18)* MM

M6*30MM

1.5

1PC

2PC

2PC
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Chair seat

Back legs

Front legs

Ian Accent chair



H1 H2 H3

H4
100%

H1 H2 H3

H4
100%
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Assemble the chair on a flat, soft surface such as a carpet or cloth to prevent

scratching.Turn the chair seat(P1) upside down, Put on the back legs(P2), fully

tighten bolts (H1) & washers(H2&H3) with allen wrench (H4) as illustration below.

2. Put on the front legs(P3), fully tighten bolts (H1) & washers(H2&H3) with allen wrench (H4) as illustration below.

P2

P1

P2

P3

P3

P1

yw-d
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Put the chair on a level surface. Adjust levelers (as drawing) as necessary.

ADDITIONAL NOTE ABOUT SAFETY: 
BOLTS MAY LOOSEN DURING NORMAL EVERYDAY USE. 
THEY SHOULD BE INSPECTED AT LEAST EVERY 3 MONTHS AND RE-TIGHTENED AS NEEDED TO PREVENT DAMAGE OR INJURY, 
AND ENSURE STABILITY.                               Thank you for your purchase




